HARTZELL PROPELLER INC. e

One Propeller Place HAR I Z EI I
Piqua, Ohio 45356-2634 U.S.A.

INSTRUCTIONS FOR INSTALLATION OF A
HARTZELL (P)HC-C3YF-1RF/F8468A-8R PROPELLER, OR,
HARTZELL PHC-C3YF-1RF/F8468A-6R PROPELLER, OR,
HARTZELL PHC-J3YF-1RF/F8468A-8R PROPELLER, OR,
HARTZELL PHC-J3YF-1RF/F8468A-6R PROPELLER
ON CESSNA 206 SERIES AIRCRAFT

LOG OF REVISIONS

Revision Revised
Number Pages Description of Revision Date
1 2 Incorporated spinner bulkhead 4/23/02
mounting seguence. Reformatted
weight and balance text into table.
2 3,4 Removed McCauley C79 replacement 11/8/02
reference from P206A Aircraft Model
3 2 Change sign of “Arm” to clarify prop 9/15/06
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INSTRUCTIONS FOR INSTALLATION OF A
HARTZELL (P)HC-C3YF-1RF/F8468A-8R PROPELLER, OR,
HARTZELL PHC-C3YF-1RF/F8468A-6R PROPELLER, OR,
HARTZELL PHC-J3YF-1RF/F8468A-8R PROPELLER, OR,
HARTZELL PHC-J3YF-1RF/F8468A-6R PROPELLER
ON CESSNA 206 SERIES AIRCRAFT

Remove original propeller and spinner.
tall new propeller and spinner in accordance with Hartzell owners manual

Ins
115() .

NOTE: For ()HC-C3YF-() Propellers and A-2295-1() Spinners {(with A-2476-30
mounting kit), perform following spinner bulkhead mounting sequence.

a. Place spacer included in kit under the head of each spinner mounting bolt
(6 places). This spacer may be factory installed under the nut on the
aft side of the propeller hub, in this case, remove spacer and relocate
to under the head of the bolt on the forward side of the propeller hub.

b. Place two washers between the hub and the spinner bulkhead on each
spinner mounting bolt (6 places).

c. After the bulkhead is in place, put one washer and nut on each spinner
mounting bolt and torqgue to specification in Hartzell Manual 115¢().

Attach Hartzell Propeller Inc. Airplane Flight Manual Supplement to existing
Cessna Owners Manual.

Revise weight and balance records to show the removal of the original
propeller and spinner (using data provided in the Airplane Flight Manual
Equipment List) and the addition of the following equipment:

Hartzell Propeller & Spinner Model Weight Arm Moment
(1bs.) (in.) (in.-1bs.)
Propeller,(P)HC—CBYR—lRF/F8468A—8R 72.0 -41.0 -2952
Spinner, A-2295-1() 4.0 -44.5 -178
Propeller, PHC-C3YF-1RF/F8468A-6R 73.0 -41.0 -2993
Spinner, A-2295-1() 4.0 -44.5 -178
Propeller, PHC-J3YF-1RF/F8468A-8R 74.0 -44.25 -3275
Spinner, C-4582-() 4.0 -47.75 -191
Propeller, PHC-J3YF-1RF/F8468A-6R 75.0 -44.25 -3319
Spinner, C-4582-() 4.0 -47.75 -191

Return aircraft to service with appropriate logbook entry and FAA Form 337

referring to STC.
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PROPELLER INSTALLATION GUIDE FOR STC SA685AL (78 in. dia)

AIRCRAFT MODEL

206

U206

U206A

U206B

U206C

U206D

U206E

U206F

U206G (to S/N 4074)
U206G (from S/N 4075)

TU206A

TU206B

TU206C

TU206D

TU206E

TU206F (to S/N 2199)
TU206F (S/N 2200-3521)
TU206G

P206

P206A (repl C58, C79, C90)
P206A (repl C73, C88)
P206B

P206C

P206D

P206E

TP206A (repl C78, C79, C90)
TP206A (repl C70, C77, C88)
TP206B
TP206C
TP206D
TP206E

PROPELLER MODEL

(P)HC-C3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
PHC-J3YF-1RF/F8468A-8R

(P)HC-C3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
PHC-J3YF-1RF/F8468A-8R

PHC-J3YF-1RF/F8468A-8R

PHC-I3YF-1RF/F8468A-8R
(P)HC-C3YF-1RF/F8468A-8R
PHC-J3YF-1RF/F8468A-8R
PHC-J3YF-1RF/F8468A-8R
PHC-J3YF-1RF/F8468A-8R
PHC-J3YF-1RF/F8468A-8R
PHC-I3YF-1RF/F8468A-8R

(P)HC-C3YF-1RF/F8468A-8R
PHC-J3YF-1RF/F8468A-8R
PHC-I3YF-1RF/F8468A-8R
PHC-J3YF-1RF/F8468A-8R
PHC-J3YF-1RF/F8468A-8R
PHC-J3YF-1RF/F8468A-8R
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SPINNER LOW PITCH
A2295-1(P) 11.5
A2295-1(P) 11.5
A2295-1(P) 11.5
A2295-1(P) 10.0
A2295-1(P) 10.0
A2295-1(P) 10.0
A2295-1(P) 10.0
A2295-1(P) 10.0
A2295-1(P) 10.0
C4582-(P) 10.0
A2295-1(P) 11.5
A2295-1(P) 11.5
A2295-1(P) 11.5
A2295-1(P) 11.5
A2295-1(P) 11.5
A2295-1(P) 11.5
C4582-(P) 11.5
C4582-(P) 11.5
C4582-(P) 11.5
A2295-1(P) 11.5
C4582-(P) 11.5
C4582-(P) 11.5
C4582-(P) 11.5
C4582-(P) 11.5
C4582-(P) 11.5
A2295-1(P) 11.5
C4582-(P) 11.5
C4582-(P) 11.5
C4582-(P) 11.5
C4582-(P) 11.5
C4582-(P) 11.5
Date




PROPELLER INSTALLATION GUIDE FOR STC SA685AL (80 in dia.)

AIRCRAFT MODEL

206

U206

U206A

U206B

U206C

U206D

U206E

U206F

U206G (to S/N 4074)
U206G (from S/N 4075)

TU206A

TU206B

TU206C

TU206D

TU206E

TU206F (to S/N 2199)
TU206F (S/N 2200-3521)
TU206G

P206

P206A (repl C58, C79, C90)
P206A (repl C73, C88)
P206B

P206C

P206D

P206E

TP206A (repl C78, C79, C90)
TP206A (repl C70, C77, C88)
TP206B
TP206C
TP206D
TP206E

FAA Approved

PROPELLER MODEL

PHC-C3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-J3YF-1RF/F8468A-6R

PHC-C3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-J3YF-1RF/F8468A-6R
PHC-J3YF-1RF/F8468A-6R

PHC-J3YF-1RF/F8468A-6R
PHC-C3YF-1RF/F8468A-6R
PHC-J3YF-1RF/F8468A-6R
PHC-J3YF-1RF/F8468A-6R
PHC-J3YF-1RF/F8468A-6R
PHC-J3YF-1RF/F8468A-6R
PHC-J3YF-1RF/F8468A-6R

PHC-C3YF-1RF/F8468A-6R
PHC-J3YF-1RF/F8468A-6R
PHC-J3YF-1RF/F8468A-6R
PHC-J3YF-1RF/F8468A-6R
PHC-J3YF-1RF/F8468A-6R
PHC-J3YF-1RF/F8468A-6R
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SPINNER

A2295-1(P)
A2295-1(P)
A2295-1(P)
A2295-1(P)
A2295-1(P)
A2295-1(P)
A2295-1(P)
A2295-1(P)
A2295-1(P)
C4582-(P)

A2295-1(P)
A2295-1(P)
A2295-1(P)
A2295-1(P)
A2295-1(P)
A2295-1(P)
C4582-(P)

C4582-(P)

C4582-(P)
A2295-1(P)
C4582-(P)
C4582-(P)
C4582-(P)
C4582-(P)
C4582-(P)

A2295-1(P)
C4582-(P)
C4582-(P)
C4582-(P)
C4582-(P)
C4582-(P)

Date

LOW PITCH

11.5
11.5
11.5
10.0
10.0
10.0
10.0
10.0
10.0
10.0

11.5
11.5
11.5
11.5
11.5
11.5
11.5
11.5

11.5
11.5
11.5
11.5
11.5
11.5
11.5

11.5
11.5
11.5
11.5
11.5
11.5




